
Серия  панелей Tile  2.1
Технический паспорт

MPST-****-NP.1*

Перед использованием этого продукта внимательно прочтите данное 

руководство и сохраните его в надлежащем состоянии! Версия документа: C



◇◆ Обзор

Чтобы предоставить пользователям более качественные решения для умного дома, Tile Series 2.1 поставляется с 

различными неумными продуктами для проектирования решений. Список продуктов выглядит следующим образом:

No. Название продукта Артикул

1 Картхолдер серии Tile 2.1 с сухим контактом MPCT-H-NP.18

2 Аварийная кнопка серии Tile 2.1 MPUT-1EC-NP.18

3 Панель-заглушка серии Tile 2.1 MPKT-B-NP.18

4 Выключатель 1-клавишный серии Tile 2.1. MPMT-1R-NP.18

5 Выключатель 2-клавишный серии Tile 2.1 MPMT-2R-NP.18

6 Выключатель 3-клавишный серии Tile 2.1 MPMT-3R-NP.18

7 Выключатель 1-клавишный нажимной серии Tile 2.1 MPMT-1M-NP.18

8 Выключатель 2-клавишный нажимной серии Tile 2.1 MPMT-2M-NP.18

9 Выключатель 3-клавишный нажимной серии Tile 2.1 MPMT-3M-NP.18

10 Индукционная подсветка пола серии Tile 2.1 MPLT-FLS-NP.18

11 Двойная интернет (Ethernet) розетка серии Tile 2.1 MPET-2E-NP.18

12 Двойная розетка TV+Ethernet серии Tile 2.1 MPVT-CE-NP.18

13 Универсальная розетка серии Tile 2.1 MPST-U16-NP.18

14 HDMI розетка с USB серии Tile 2.1 MPST-HU-NP.18

15 Телефонная розетка серии Tile 2.1 MPPT-1T-NP.18

16 Интернет (Ethernet) розетка серии Tile 2.1 MPET-1E-NP.18

17
Телевизионная TV-F-Type розетка серии 
Tile 2.1

MPVT-1F-NP.18

18 Телевизионная розетка (CATV) серии Tile 2.1 MPVT-1C-NP.18

19 Европейская розетка серии Tile 2.1 с заземлением MPST-G16-NP.18

20 Европейская розетка серии Tile 2.1 с влагозащитной крышкой MPST-G16P-NP.18

21 Розетка USB2.0 и Type-C серии Tile 2.1 MPST-UT-NP.18

22 Розетка для бритвы серии Tile 2.1 MPST-SH-NP.18

23 Розетка серии Tile 2.1 типа F MPST-I16-NP.18

24 Розетка серии Tile 2.1 типа J MPST-S10-NP.18

Основные функции:

1. Панель сигналов:

Настенная розетка для кабельного телевидения Телевизионная TV-F-Type розетка серии Tile 2.1 обеспечивает 

интерфейс коаксиального кабельного сигнала для передачи сигналов на телевизионное оборудование; 

Настенная розетка для телефона Телефонная розетка серии Tile 2.1 обеспечивает интерфейс телефонного 

сигнала Cat3 для передачи сигналов на телефонные устройства;



Интернет (Ethernet) розетка серии Tile 2.1 предоставляет сетевые интерфейсы Cat6 для передачи сигналов 

на сетевые устройства;

TV, телефонные и Ethernet-панели объединены в одну панель, обеспечивая соответствующие сигнальные 

интерфейсы для передачи сигналов комбинированными устройствами.

2. Панель розеток:

Продукты, включая универсальную розетку Tile Series 2.1, розетку Tile Series HDMI и USB 2.1, а также настенную 

розетку Tile Series 1 Port Ethernet 2.1 и т. д., обеспечивают питание соответствующего электрооборудования.

3. Другие:

Кнопочный переключатель и кнопка моментальный переключатель могут использоваться для включения/

выключения соответствующего электрооборудования;

  Индукционная напольная световая панель 2.1, выполняющая функцию ночника;

Аварийная кнопка серии Tile 2.1  используется для предупреждения об опасности или вызова помощи, которая 

может быть сброшена путем переустановки клавиши, а кнопка может быть сброшена.

Панель-заглушка серии Tile 2.1, используемая для заполнения ненужных дополнительных отверстий диаметром 

86 мм.

HDMI розетка с USB серии Tile 2.1 используется для передачи сигнала HDMI и USB, обычно применяется при 

трансляции экрана телевизора, воспроизведении файлов USB и в других ситуациях.

◇◆ Внешний 
вид

Выключатель 1-клавишный серии Tile 2.1. Выключатель 2-клавишный серии Tile 2.1.
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◇◆ Технические данные

1. Сигнальная панель

1.1 TV  панель

Пункт Параметр

Тип продукта
Коаксиальный кабель с разъемом F (настенная розетка для кабельного телевидения Tile Series 1 Port 
Coax Cable TV-F-Type Wall Outlet 2.1), интерфейс RF (настенная розетка для кабельного телевидения 
Tile Series 1 Port Cable TV Wall Outlet 2.1)

Рабочая температура -5℃~45℃

Рабочая относительная влажность ≤90%RH, без конденсата

Температура хранения -20℃~60℃

влажность при хранении ≤93%RH

1.2 Телефонная панель

Пункт Параметр

Коммуникация Неэкранированный кабель Cat3

Рабочая температура -5℃~45℃

Рабочая относительная влажность ≤90%RH,Без конденсата

Температура хранения -20℃~60℃

влажность при хранении ≤93%RH

1.3 Ethernet-розетка

Розетка серии Tile 2.1 типа J



Пункт Параметр

Коммуникация Неэкранированный кабель Cat6

Коммуникационный интерфейс RJ45 port

Рабочая температура -5℃~45℃

Рабочая влажность ≤90%RH, Без конденсата

Температура!хранения -20℃~60℃

Влажность!хранения ≤93%RH

1.4 Серия Tile TV и Ethernet розетка!2.1

Пункт Параметр

Коммуникация Ethernet: неэкранированный кабель Cat6; ТВ: РЧ-интерфейс (настенная розетка для 
кабельного телевидения Tile Series 1 Port Cable TV Wall Outlet 2.1)

Коммуникацион
ный интерфейс RJ45 port, RF интерфейс

Рабочая температура -5℃~45℃
Рабочая  
влажность

≤90%RH, без конденсата

Температура хранения -20℃~60℃
влажность при 
хранении

≤93%RH

1.5 Tile Series HDMI and USB Outlet 2.1

Item Parameter

Communication HDMI signal transmission, USB 2.0 signal transmission (cannot be used as a charging
port)

Working temperature -5℃~45℃
Working relative
humidity

≤90%RH, non-condensed

Storage temperature -20℃~60℃
Storage relative
humidity

≤93%RH

2. Socket

2.1 Tile Series EU Socket 2.1

Item Parameter

Rated voltage 250V ~, 50/60Hz

Rated current 16A

Working temperature -5℃~45℃



Working relative humidity ≤90%RH, non-condensed

Storage temperature -20℃~60℃

Storage relative humidity ≤93%RH

2.2 Tile Series Waterproof EU Power Socket 2.1

Item Parameter

Rated voltage 250V ~, 50/60Hz

Rated current 16A

Waterproof grade IP44

Working temperature -5℃~45℃

Working relative humidity ≤90%RH, non-condensed

Storage temperature -20℃~60℃

Storage relative humidity ≤93%RH

2.3 Tile Series Universal Socket 2.1

Item Parameter

Rated voltage 250V ~, 50/60Hz

Rated current 16A

Working temperature -5℃~45℃

Working relative humidity ≤90%RH, non-condensed

Storage temperature -20℃~60℃

Storage relative humidity ≤93%RH

2.4 Tile Series USB and Type-C Outlet 2.1

Item Parameter

Rated voltage 250V ~, 50/60Hz

Rated current 10A

Output power

Maximum output power: 20W MAX; 
USB-A output: 5V DC/3A, 9V DC/2A, 12V DC/1.5A; 
Type-C output: 5V DC/3A, 9V DC/2.22A, 12V DC/1.67A;
USB-A+Type-C dual port total output: 5V DC/3A

Working temperature -5℃~45℃

Working relative humidity ≤90%RH, non-condensed

Storage temperature -20℃~60℃

Storage relative humidity ≤93%RH



2.5 Tile Series ltaly Socket 2.1

Item Parameter

Rated voltage 250V ~, 50/60Hz

Rated current 16A

Working temperature -5℃~45℃

Working relative humidity ≤90%RH, non-condensed

Storage temperature -20℃~60℃

Storage relative humidity ≤93%RH

2.6 Tile Series Svizzera Socket 2.1

Item Parameter

Rated voltage 250V ~, 50/60Hz

Rated current 10A

Working temperature -5℃~45℃

Working relative humidity ≤90%RH, non-condensed

Storage temperature -20℃~60℃

Storage relative humidity ≤93%RH

2.7 Tile Series Shaver Socket 2.1

Item Parameter

Input voltage 220-240~50Hz

Output voltage 115V~60Hz; 230V~50Hz

Rated power 6W/110V~
20W/220V~

Working temperature -5℃~45℃

Working relative humidity ≤90%RH, non-condensed

Storage temperature -20℃~60℃

Storage relative humidity ≤93%RH

3. Others

3.1 Tile Series Emergency Panel 2.1

Item Parameter

Communication Passive dry contact



Working temperature -5℃~45℃

Working relative humidity ≤90%RH, non-condensed

Storage temperature -20℃~60℃

Storage relative humidity ≤93%RH

3.2 Switch Panel(Rocker Switch and Momentary Switch)

Item Parameter

Rated voltage 250V ~, 50/60Hz

Rated current 10A/CH

Working temperature -5℃~45℃

Working relative humidity ≤90%RH, non-condensed

Storage temperature -20℃~60℃

Storage relative humidity ≤93%RH

3.3 Tile Series Induction Floor Light Panel 2.1

Item Parameter

Rated voltage 220V ~, 50/60Hz

Rated current 10A

Color temperature 3000K

Induction distance 8m straight ahead

Induction delay time 30±5s

Working temperature -5℃~45℃

Working relative humidity ≤90%RH, non-condensed

Storage temperature -20℃~60℃

Storage relative humidity ≤93%RH

3.4 Tile Series Card Holder Panel 2.1

Item Parameter

Rated voltage 24V DC

Standby power consumption ≤1.5W

Communication Passive dry contact

Power outage delay time 4s

Card recognition High frequency, card reading frequency: 13.46-
13.66MHz



Working temperature -5℃~45℃

Working relative humidity ≤90%RH, non-condensed

Storage temperature -20℃~60℃

Storage relative humidity ≤93%RH

◇◆ Specifications

1. Signal Panel

1.1 TV Panel

Item Parameter

Dimensions (W X H X D)

Tile Series 1 Port Coax Cable TV-F-Type Wall Outlet 2.1:
86x86x36.9mm(Frame included); 
Tile Series 1 Port Cable TV Wall Outlet 2.1: 86x86x33.4mm(Frame
included)

Net weight
Tile Series 1 Port Coax Cable TV-F-Type Wall Outlet 2.1: 105g; 
Tile Series 1 Port Cable TV Wall Outlet 2.1: 87.4g

Housing material PC

Installation 86-type wall box, European standard wall box

IP degree (compliant with EN 60529) IP20

1.2 Telephone Panel

Item Parameter

Dimensions (W X H X D) 86x86x35.1mm(Frame included)

Net weight 86.4g

Housing material PC

Installation
86-type wall box, European standard wall
box

IP degree (compliant with EN 60529) IP20

1.3 Tile Series 1 Port Ethernet Wall Outlet 2.1

Item Parameter

Dimensions (W X H X D) 86x86x35.1mm(Frame included)

Net weight 85.4g

Housing material PC

Installation
86-type wall box, European standard wall
box



IP degree (compliant with EN 60529) IP20

1.4 Tile Series 2 Port Ethernet Wall Outlet 2.1/Tile Series TV and Ethernet Outlet 2.1

Item Parameter

Dimensions (W X H X D) 86x86x35.1mm(Frame included)

Net weight
Tile Series 2 Port Ethernet Wall Outlet 2.1: 77.8g
Tile Series TV and Ethernet Outlet 2.1: 80g

Housing material PC

Installation 86-type wall box

IP degree (compliant with EN
60529)

IP20

1.5 Tile Series HDMI and USB Outlet 2.1

Item Parameter

Dimensions (W X H X D) 86x86x24mm(Frame included)

Net weight 90g

Housing material PC

Installation
86-type wall box, European standard wall
box

IP degree (compliant with EN
60529)

IP20

2. Socket

2.1 Tile Series EU Socket 2.1

Item Parameter

Dimensions (W X H X D) 86x86x39.1mm(Frame included)

Net weight 89.5g

Housing material PC

Installation
86-type wall box, European standard wall
box

IP degree (compliant with EN
60529)

IP20

2.2 Tile Series Waterproof EU Power Socket 2.1

Item Parameter

Dimensions (W X H X D) 86x86x40.5mm(Frame included)

Net weight 105g



Housing material PC

Installation
86-type wall box, European standard wall
box

IP degree (compliant with EN
60529)

IP44

2.3 Tile Series Universal Socket 2.1

Item Parameter

Dimensions (W X H X D) 86x86x35.4mm(Frame included)

Net weight 104g

Housing material PC

Installation
86-type wall box, European standard wall
box

IP degree (compliant with EN
60529)

IP20

2.4 Tile Series USB and Type-C Outlet 2.1

Item Parameter

Dimensions (W X H X D) 86x86x37.2mm(Frame included)

Net weight 106g

Housing material PC

Installation
86-type wall box, European standard wall
box

IP degree (compliant with EN
60529)

IP20

2.5 Tile Series ltaly Socket 2.1

Item Parameter

Dimensions (W X H X D) 86x86x40.5mm(Frame included)

Net weight 100.5g

Housing material PC

Installation
86-type wall box, European standard wall
box

IP degree (compliant with EN
60529)

IP20

2.6 Tile Series Svizzera Socket 2.1



Item Parameter

Dimensions (W X H X D) 86x86x36.7mm(Frame included)

Net weight 87.1g

Housing material PC

Installation
86-type wall box, European standard wall
box

IP degree (compliant with EN
60529)

IP20

2.7 Tile Series Shaver Socket 2.1

Item Parameter

Dimensions (W X H X D) 86x86x58.9mm(Frame included)

Net weight 290g

Housing material PC

Installation 86-type wall box

IP degree (compliant with EN
60529)

IP20

3. Others

3.1 Tile Series Emergency Panel 2.1

Item Parameter

Dimensions (W X H X D) 86x86x48.3mm(Frame included)

Net weight 93.7g

Housing material PC

Installation
86-type wall box, European standard wall
box

IP degree (compliant with EN
60529)

IP20

3.2 Switch Panel(Momentary Switch)

Item Parameter

Dimensions (W X H X D)
1 Button: 86x86x35.4mm(Frame included)
2 Buttons: 86x86x35.9mm(Frame included)
3 Buttons: 86x86x35.9mm(Frame included)

Net weight
1 Button: 80.7g
2 Buttons: 90g
3 Buttons: 100g

Housing material PC



Installation 86-type wall box

IP degree (compliant with EN
60529)

IP20

3.3 Switch Panel(Rocker Switch)

Item Parameter

Dimensions (W X H X D)
1 Button: 86x86x35.4mm(Frame included)
2 Buttons: 86x86x35.9mm(Frame included)
3 Buttons: 86x86x35.9mm(Frame included)

Net weight
1 Button: 83g
2 Buttons: 95.2g
3 Buttons: 107g

Housing material PC

Installation 86-type wall box

IP degree (compliant with EN
60529)

IP20

3.4 Tile Series Induction Floor Light Panel 2.1

Item Parameter

Dimensions (W X H X D) 86x86x34.1mm(Frame included)

Net weight 80.7g

Housing material PC

Installation 86-type wall box

IP degree (compliant with EN
60529)

IP20

3.5 Tile Series Card Holder Panel 2.1

Item Parameter

Dimensions (W X H X D) 86x86x45.8mm(Frame included)

Net weight 117.8g

Housing material PC

Installation 86-type wall box

IP degree (compliant with EN
60529)

IP20

3.6 Tile Series Blank Panel 2.1

Item Parameter



Dimensions (W X H X D) 86x86x19.3mm(Frame included)

Net weight 68.4g

Housing material PC

Installation
86-type wall box, European standard wall
box

IP degree (compliant with EN
60529)

IP20

◇◆ Safety Precaution

Danger:

Please do not privately disassemble or replace any parts of the product. Otherwise, it may cause mechanical fault, electric

shock, fire or personal injuries.

Warning：

The installation and testing for the product must be carried out by HDL Automation Co., Ltd. (hereinafter referred to as

HDL) or its appointed service agencies. The electric construction shall comply with local laws and safety regulations.

HDL will not be responsible for any consequence caused by the inexpert or faulty installation and wiring methods, which

are not in accordance with the instructions contained in this datasheet.

Please contact HDL after-sales departments or our designated service agencies for your maintenance service. Product

failures caused by private disassembly are not subject to the warranty.

For permanently connected equipment, a double-pole switch that meets standard requirements should be installed in the

electrical facilities of the building.

Caution：

Before performing any installation or disassembly procedures on the device, it is crucial to disconnect the device from all

voltage sources. This step is necessary to ensure the safety of the technician and prevent any potential damage to the

device.

This device must be installed with a wall box.

To protect the device and load, it is recommended to connect one 10A circuit breaker to each channel.

Do not use corrosive liquid to wipe the device body, especially the interface, so to avoid damage to the device. Do not

wipe the device with a damp cloth.

Before performing any maintenance or cleaning procedures on the device, it is imperative to disconnect the device from

all voltage sources. This precautionary measure is necessary in order to prevent electric leakage and the risk of electric

shock.



◇◆ Wiring

Wire according to marking on the power interface:



◇◆ Installation

Warning: Before installation, please cut off the power supply, it is strictly prohibited to operate with electricity.

Note: Before installation, if the bracket has not been separated from the panel assembly, please refer to the disassembly

instructions.

Caution: Disconnect the power supply before installation and do not operate with electricity.

Step 1. Install the wall box on the wall and lead out cable. Connect the cables, and pay attention to safe and reliable wiring.

Note:

The base depth of Tile Series HDMI and USB Outlet 2.1 should be 70mm, and the base depth of other non-smart



products should be 50mm.

Please refer to the Specifications for the installation type of the base box.

Step 2.  Align the screws on both sides of the panel bottom module with the holes on the wall box, then install and secure the

screws together.

Note: Induction Floor Light Panel should be installed with an 86-type wall box complying with the standard GB/T 17466.1. The

following marking on the panel indicates that the light should not be covered with insulation materials.

Step 3.  Fix the panel cover part onto the base module.

Step 4: Align the frame horizontally and snap it onto the base module of the panel, then complete the assembly.

Multi-gang installation:

Supports horizontal and vertical installation;

Horizontal installation supports up to 4 rows;

Vertical installation supports up to 4 columns.

Frame type
Installation
direction

Gang
number

Size

PC Horizontal/Vertical

1 86*86*10.5(mm)

2 172*86*10.5(mm)

3 258*86*10.5(mm)

4 344*86*10.5(mm)

1 86*86*10.5(mm)



Metal Horizontal/Vertical
2 172*86*10.5(mm)

3 258*86*10.5(mm)

4 344*86*10.5(mm)

◇◆ Disassembly

Warning: Before performing any disassembly procedures on the device, it is crucial to disconnect the device from all voltage

sources. This step is necessary to ensure the safety of the technician and prevent any potential damage to the device.

Step 1. It is recommended to use a screwdriver to pry the panel open from the bottom.

Step 2. To remove the panel and power base, please refer to the section Installation and do it reversely.

Figure 8



◇◆ Packing List

No. Product name Model No. Packing list

1 Tile Series Card Holder
Panel 2.1

MPCT-H-NP.17
MPCT-H-NP.18

Panel*1 / Instruction manual card*1 /
M4*40mm long screw*2 / M4*25mm
short screw*2

2 Tile Series Emergency
Panel 2.1

MPUT-1EC-NP.17
MPUT-1EC-NP.18

Panel*1 / Instruction manual card*1 /
M4*40mm long screw*2 / M4*25mm
short screw*2/Key*1

3 Tile Series Blank Panel 2.1 MPKT-B-NP.17
MPKT-B-NP.18

Panel*1 / Instruction manual card*1 /
M4*40mm long screw*2 / M4*25mm
short screw*2

4 Tile Series 1 Button Rocker
Switch 2.1

MPMT-1R-NP.17
MPMT-1R-NP.18

Panel*1 / Instruction manual card*1 /
M4*40mm long screw*2 / M4*25mm
short screw*2

5 Tile Series 2 Buttons Rocker
Switch 2.1

MPMT-2R-NP.17
MPMT-2R-NP.18

Panel*1 / Instruction manual card*1 /
M4*40mm long screw*2 / M4*25mm
short screw*2

6 Tile Series 3 Buttons Rocker
Switch 2.1

MPMT-3R-NP.17
MPMT-3R-NP.18

Panel*1 / Instruction manual card*1 /
M4*40mm long screw*2 / M4*25mm
short screw*2

7 Tile Series 1 Button
Momentary Switch 2.1

MPMT-1M-NP.17
MPMT-1M-NP.18

Panel*1 / Instruction manual card*1 /
M4*40mm long screw*2 / M4*25mm
short screw*2

8 Tile Series 2 Buttons
Momentary Switch 2.1

MPMT-2M-NP.17
MPMT-2M-NP.18

Panel*1 / Instruction manual card*1 /
M4*40mm long screw*2 / M4*25mm
short screw*2

9 Tile Series 3 Buttons
Momentary Switch 2.1

MPMT-3M-NP.17
MPMT-3M-NP.18

Panel*1 / Instruction manual card*1 /
M4*40mm long screw*2 / M4*25mm
short screw*2

10
Tile Series Induction Floor
Light Panel 2.1

MPLT-FLS-NP.17
MPLT-FLS-NP.18

Panel*1 / Instruction manual card*1 /
M4*40mm long screw*2 / M4*25mm
short screw*2

11 Tile Series 2 Port Ethernet
Wall Outlet 2.1

MPET-2E-NP.17
MPET-2E-NP.18

Panel*1 / Instruction manual card*1 /
M4*40mm long screw*2 / M4*25mm
short screw*2

12 Tile Series TV and Ethernet
Outlet 2.1

MPVT-CE-NP.17
MPVT-CE-NP.18

Panel*1 / Instruction manual card*1 /
M4*40mm long screw*2 / M4*25mm
short screw*2

13 Tile Series Universal Socket
2.1

MPST-U10-NP.17
MPST-U10-NP.18

Panel*1 / Instruction manual card*1 /
M4*40mm long screw*2 / M4*25mm
short screw*2

14 Tile Series HDMI and USB
Outlet 2.1

MPST-HU-NP.17
MPST-HU-NP.18

Panel*1 / Instruction manual card*1 /
M4*40mm long screw*2 / M4*25mm
short screw*2

15 Tile Series 1 Port Telephone
Wall Jack 2.1

MPPT-1T-NP.17
MPPT-1T-NP.18

Panel*1 / Instruction manual card*1 /
M4*40mm long screw*2 / M4*25mm
short screw*2

16 Tile Series 1 Port Ethernet
Wall Outlet 2.1

MPET-1E-NP.17
MPET-1E-NP.18

Panel*1 / Instruction manual card*1 /
M4*40mm long screw*2 / M4*25mm
short screw*2

17
Tile Series 1 Port Coax
Cable TV-F-Type Wall
Outlet 2.1

MPVT-1F-NP.17
MPVT-1F-NP.18

Panel*1 / Instruction manual card*1 /
M4*40mm long screw*2 / M4*25mm
short screw*2

18 Tile Series 1 Port Cable TV
Wall Outlet 2.1

MPVT-1C-NP.17
MPVT-1C-NP.18

Panel*1 / Instruction manual card*1 /
M4*40mm long screw*2 / M4*25mm
short screw*2



19 Tile  Series EU Socket 2.1 MPST-G16-NP.18
Panel*1 / Instruction manual card*1 /
M4*40mm long screw*2 / M4*25mm
short screw*2

20 Tile Series Waterproof EU
Power Socket 2.1 MPST-G16P-NP.18

Panel*1 / Instruction manual card*1 /
M4*40mm long screw*2 / M4*25mm
short screw*2/Waterproof silicone
gasket*1

21
Tile Series USB and Type-C
Outlet 2.1 MPST-UT-NP.18

Panel*1 / Instruction manual card*1 /
M4*40mm long screw*2 / M4*25mm
short screw*2

22 Tile Series Shaver Socket
2.1 MPST-SH-NP.18

Panel*1 / Instruction manual card*1 /
M4*40mm long screw*2 / M4*25mm
short screw*2

23 Tile Series ltaly Socket 2.1 MPST-I16-NP.18
Panel*1 / Instruction manual card*1 /
M4*40mm long screw*2 / M4*25mm
short screw*2

24 Tile Series Svizzera Socket
2.1 MPST-S10-NP.18

Panel*1 / Instruction manual card*1 /
M4*40mm long screw*2 / M4*25mm
short screw*2
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